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ERRATA TO DCI DIGITAL CINEMA SYSTEM SPECIFICATION, VERSION 1.2 WITH 
ERRATA AS OF 30 AUGUST 2012 INCORPORATED 

Errata items continue to be evaluated and will be posted after agreement by the DCI membership that the 
specific erratum needs to modify the DCI Digital Cinema System Specification, Version 1.2 With Errata As 
Of 30 August 2012 Incorporated. Suggested Erratum issues may be emailed to dci.info@dcimovies.com. 
Please include “Errata” in the subject line. 

Note: Page numbers reference the replacement Chapter 9 of Erratum 9. 

DCI SPECIFICATION ERRATA LISTING 5 OCTOBER 2017 

Erratum 
Number 

Spec. 1.2 
with Errata 

Incorporated 
Page No. 

Section(s) 
Affected Description 

43 126 9.5.1 The following paragraph is added to the end of erratum #24: 

FIPS requirements specify methods of RSA key pair 
generation, and such methods require an entropy source (i.e., 
seed). It is encouraged (but not required) that the entropy 
source be contained within the Secure Silicon IC. In any 
event, the entropy source: 

• Shall be fully contained within the Media Block’s Type 
1 SPB, and shall not be dependent on or influenced 
by any parameter or value external to the SPB, 

• Shall not enable the export of any information about 
the seed from the SPB. 

 


